
 

                  राजस्थान केन्द्रीय विश्िविद्यालय 

                                     Central University of Rajasthan 
                                        NH-8, Bandarsindri, Kishangarh-305817, Ajmer(Raj.) 

 

 

NIT No. CURAJ/R/F.162/2024/2851                                                                       Date: 06.12.2024  

Financial Bid 

Name of Work: Re-carpeting of Bituminous road nearby Girls Hostel Buildings at Central 

University of Rajasthan. 

S. N Description Qty Unit Rate Amount 

1 

Providing and applying tack coat using bitumen 
emulsion conforming to IS: 8887, using emulsion 
pressure distributer including preparing the surface & 
cleaning with mechanical broom.     

  

1.1 With rapid setting bitumen emulsion       

1.1.1 On bituminous surface @ 0.25kg/sqm 6119.60 sqm 
  

2 

Providing and laying  semi- dence Bituminous 
concrete using crushed stone aggregates of  specified 
grading, premixed with bituminous binder and filter, 
transporting th hot mix to work site by tippers, laying 
with paver finisher equiped with electronic sensor to 
the required grade, level and alignment and rolling with 
smooth wheeled, vibratory and tandem rollers to 
achieve the desired compaction and density as per 
specification, complete and as per directions of 
Engineer-in - charge.     

  

2.1 

25mm compacted thickness with bitumen of Grade 
VG-30 @5% (percentage by weight of total mix) and 
lime filler @ 2% (Percentage by weight of aggregate) 
prepaired in  Batch type Hot Mix Plant of 100-120 TPH 
capacity. 6119.60 Sqm 

  

3 

Providing and laying seal coat of premixed fine 
aggregate ( passing 2.36 mm and retained on 180 
micron sieve) with bitumen using 128 kg of bitumen of 
grade VG - 10 bitumen per cum of fine aggregate and 
0.60 cum of fine aggregate per 100 sqm of road 
surface, including rolling and finishing with road roller 
all complete. 6119.60 sqm 

  

4 

Providing and applying 2.5 mm thick road marking 
strips (retro- reflective) of specified shade/ colour using 
hot thermoplastic material by fully/ semi-automatic 
thermoplastic paint applicator machine fitted with 
profile shoe, glass beads dispenser, propane tank 
heater and profile shoe heater, driven by experienced 
operator on road surface including cost of material, 
labour, T&P, cleaning the road surface of all dirt, seals, 
oil, grease and foreign material etc. complete as per 
direction of Engineer-in-charge and accordance with 
applicable specifications. 450.00 sqm 

  

 Total Rs. (in Figures): 
Total Rupees(in words): 

Note:  
1. The Goods and Service Tax, Turnover Tax, Excise Duty, Work Contract Tax, Or any other Tax as applicable 

shall be paid by the contractor himself. The bidder shall quote his rates considering all such Taxes. 
 
 
 
                                                                                                                              Seal & Signature of Bidder 
                                                                                                                              Date: 
 

 


